SMARTSTOP - TROUBLESHOOTING

If you have a problem - VALVE DOES NOT SHUT-OFF
AUTOMATECALLY WHEN THE WATER TANK IS FILLED TO THE
TOP please do the [ollowing to find out where the problem may be:

A- Checking the Fill/Stop Station
I- Remove the 4 screws and open the Fill/Stop Stauon.
9. Push the Green button (o turn the system on and start the water flowing,
3- Putajumper {wire) onto one side of the probe contact and touch the other
Other side of the probe contact.
If the valve closes, the Fill/Stop station is working properly,
Close the Fill/Stop Station

B- Checking the Cable - From Fill/Stop station to the Sensor
1- Push the Green Button Lo turn the system on and start the water flowing,
2- With the jumper (wire), hold it onto the Electrode and touch the other end
To the ground. If the valve closes, the Cable is O.K.

(- Checking the Sensor - see instructions for removing and replacing
I- Remove the Flectrode and clean ofT the The Stanless Steel Tip - only.
3- Re-insert the Electrode.

Once again, push the green button to turn the system on.
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INSTALL 2 "BUMPER"” (SHOCX ABSORBER) to eliminate SHOCK.
OR ? DIATROL UNITS BEFORE YOUR HOSE, FIRST INSTALLING A CROSS
AND THEN THE DIATROL UNITS.
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MAKE A "BUMPER" - RULE OF THUMB IS...2-3 times the diameter
OF YOUR 2" PIPE, 4-6 FEET HIGH.

THIS HAS TO BE DRAINED ONCE A MONTH
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